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The septa shall be constructed to be adequately resistant against
crushing or deformation, with the maximum differential pressure be-
tween influent and effluent of not less than the maximum pressure
which can be developed by the circulating pump and of adequate
strength to resist the stresses developed by the cleaning operation,
with the impact developed from an accelerated washing operation.
In the complete filter installation, where dissimilar metals are used
which may set up galvanic electric currents, the metals shall be in-
sulated with a suitable dielectric which will satisfactorily prevent
corrosion from electrolysis.
The filters shall be designed and installed in such a manner that
they can be readily disassembled and elements removed and they
shall not be installed where inadequate working space above or
around is available for such disassembling.
The filter plant shall be provided with pressure differential gauges
and air-relief outlets where necessary.
c. Filters, Other: In the absence of complete information on operat-
ing characteristics, durability. etc., of cartridge and other type filters,
no minimum standards can be established at this time and their in-
stallation on public pools may be made only after approval by the
State Health Officer on a trial basis.
d. Strainers: At all pressure type filter plants or where the circulating
pump is used for vacuum cleaning the pool, a suitable strainer or
screen shall be provided to remove solids, debris, hair, lint, etc.
Where a wet well is provided, the strainer shall consist of a remov-
able screen through which all water entering the pump shall pass.
Where no wet well is provided or where the suction cleaner or any
other suction line is piped directly from the pool to the pumps, a pot-
type strainer with removable strainer basket shall be provided. The
strainer basket shall be of rigid construction sufficiently strong to
prevent collapsing when clogged. One extra strainer basket shall be
provided.
Any type screen or strainer basket shall be fabricated of a cor-
rosion-resistant material or shall have a orotective coating of such
material.
Screen or strainer basket shall have maximum openings no greater
than Y4 the size of the solids which will pass through the pump im-
peller without clogging and the total clear area of all openings shall be
not less than 4 times the area of the largest sized pipe from the pool
to the strainer influent.
e. Rate of Flow Indicator: Every swimming pool provided with re-
circulation and refiltration system shall be provided with a rate of
flow indicator on the pump discharge line leading to the filters and
shall be calibrated for measuring both water for filtration and back-
wash and the activating element creating the pressure differential for
indication of flow shall be installed with adequate clear distance up-
stream and downstream to obtain a reasonable degree of accuracy.


